‫ﭼﻜﻴﺪه‬ 1 ‫دور‬ ‫ﻣﻴﺪان‬ ‫ﺗﺸﻌﺸﻌﻲ‬ ‫ﭘﺘﺮن‬ ‫ﻣﺤﺎﺳﺒﻪ‬ ‫ﺑﺮاي‬ ‫ﺳﺮﻳﻊ‬ ‫روﺷﻲ‬ ‫ﻣﻘﺎﻟﻪ،‬ ‫اﻳﻦ‬ ‫در‬ ‫آﻧ‬ ‫ﺑﺎزﺗﺎﺑﻨﺪه‬ ‫ﺘﻨﻬﺎي‬ 2 ‫ﻣﻲ‬ ‫اراﺋﻪ‬ ‫ﺗﻐﺬﻳﻪ‬ ‫ﻣﺤﻞ‬ ‫در‬ ‫دﻟﺨﻮاه‬ ‫ﺗﺤﺮﻳﻚ‬ ‫ﺑﺎ‬ ‫ﮔـﺮدد‬ . ‫ﻫﻨﺪﺳـﻲ‬ ‫ﻧـﻮر‬ ‫روش‬ ‫ﺑـﺎ‬ ‫ﺑﺎزﺗﺎﺑﻨـﺪه‬ ‫آﻧﺘﻦ‬ GO 3 ‫ﺗﺤﻠﻴـﻞ‬ ‫ﺳـﭙﺲ‬ ‫ﺷـﺪه،‬ ‫درﻳﭽﻪ‬ ‫ﻣﻴﺪان‬ ‫روش‬ ‫ﺑﺎ‬ ‫ﺗﺸﻌﺸﻌﻲ‬ ‫ﻣﻴﺪاﻧﻬﺎي‬ AFM 4 ‫و‬ ‫آﻣـﺪه‬ ‫ﺑﺪﺳـﺖ‬ ‫ﻓﻮرﻳـﻪ‬ ‫ﺗﺒـﺪﻳﻞ‬ ‫ﺑـﺎ‬ ‫ﺗﺸﻌﺸﻌﻲ‬ ‫اﻧﺘﮕﺮاﻟﻬﺎي‬ ‫دوﺑﻌـﺪي‬ FFT ‫ﻣﻴﺮﻣﺤﻤﺪﺻﺎﺩﻗﻲ‬ ‫ﺣﻤﻴﺪ‬ ‫ﻭ‬ ‫ﻧﮋﺍﺩ‬ ‫ﺯﻳﺪﺁﺑﺎﺩﻱ‬ ‫ﺍﺑﻮﺍﻟﻘﺎﺳﻢ‬ ‫ﻓﻴﺮﻭﺯﻩ،‬ ‫ﺫﺍﻛﺮﺣﺴﻴﻦ‬ ‫ﺍ‬ ‫ﻓﻨﺎﻭﺭﻱ‬ ‫ﻓﺼﻠﻨﺎﻣﻪ‬ ‫ﺷﻤﺎﺭﻩ‬ ‫ﺍﻭﻝ،‬ ‫ﺳﺎﻝ‬ ‫ﺍﻳﺮﺍﻥ،‬ ‫ﺍﺭﺗﺒﺎﻃﺎﺕ‬ ‫ﻭ‬ ‫ﻃﻼﻋﺎﺕ‬ ١ ‫ﺗﺎﺑﺴﺘﺎﻥ‬ ، ١٣٨٧
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